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DESIGN AND CHECKOUT OF A HIGH SPEED RESEARCH NOZZLE
EVALUATION RIG

Raymond S. Castner and John D. Wolter
National Aeronautics and Space Administration
Lewis Research Center
Cleveland, Ohio 44135

Abstract The HFJER is designed to provide simulated mixed
) o ) flow turbojet engine exhaust for 1/7 scale models of
The High Flow Jet Exit Rig (HFJER) was designed toggyanced High Speed Research test nozzles. Capabilities
provide simulated mixed flow turbojet engine exhaust foRyere also designed to collect nozzle thrust measurement,
one-seventh scale models of advanced High Speegkrodynamic measurements, and acoustic measurements
Research test nozzles. The new rig was designed t0 hghen installed atthe Nozzle Acoustic Test Rig. Simulated
used at NASA Lewis Research Center in the Nozzlgngine exhaust can be supplied from a high pressure air
Acoustic Test Rig and thexB Supersonic Wind Tunnel. gqoyrce at 33 Ib of air/sec at 53R and nozzle pressure
Capabilities were also designed to collect nozzle thrusiytios of 4.0. In addition, a combustion unit was designed
measurement, aerodynamic measurements, and acousti§m a J-58 burner to provide 20 Ib of air/sec at 2R0
measurements when installed at the Nozzle Acoustic Tegjso at nozzle pressure ratios of 4.0. These airflow capacities
Rig. Simulated engine exhaust can be supplied fromahigliere designed to test High Speed Research nozzles with
pressure air source at 33 Ib of air/sec at’$38nd nozzle gxhaust areas from 18 to 222inNozzle inlet flow
pressure ratios of 4.0. In addition, a combustion unit Wageasurementis available through pressure and temperature
designed from a J-58 aircraft engine burner to providgensors installed in the rig. Research instrumentation on
20 Ib of air/sec at 2001R, also at nozzle pressure ratios High Speed Research nozzles is available with a maximum

of 4.0. These airflow capacities were designed to test Hight 200 individual pressure and 100 individual temperature
Speed Research nozzles with exhaust areas from 18 §@easurements.

22in2. Nozzle inlet flow measurementis available through
pressure and temperature sensors installed in the rig.
Research instrumentation on High Speed Research nozz|
is available with a maximum of 200 individual pressure
and 100 individual temperature measurements. Checko
testing was performed in May 1997 with a 22 WSME

long radius flow nozzle. Checkout test results will be
summarized and compared to the stated design goals.

The HFJER rig configuration was designed to support
ﬁTQ'gh Speed Research nozzles on a strut and sting in the
l\{ozzle Acoustic Test Rig free jetand in thSupersonic
Wind tunnel. In addition to the strut/sting arrangement,
the HFJER consists of a high temperature air supply
system and a thrust measurement system. Design life of
the High Flow Jet Exit Rig was 10 000 hr at 20B0 To
Introduction meet this goal, all high temperature components of the rig
are designed and fabricated from hastelloy-X. The design
A new ground test rig has been designed at the NASAneets ASME boiler and pressure vessel code to ensure a
Lewis Research Center in Cleveland Ohio to supporong service life. The thrust measurement system was
NASA'’s High Speed Research Program. This new rig islesigned to handle 2000 Ib of nozzle thrust maximum,
the result of a $1.6 million effort to design a nozzlewith a measurementaccuracy of 0.1 percentfull scale. The
evaluation test rig called the High Flow Jet Exit Rigflow system was designed to measure flow to 0.5 percent
(HFJER). The HFJER will be used in both a low speedull flow. Checkout testing was performed in May 1997
acoustic free-jet facility called the Nozzle Acoustic Testwith a 22 in2 ASME long radius flow nozzle. Checkout
Rig, and inthe 86 Supersonic Wind Tunnel. Both facilities test results will be summarized and compared to the stated
are located at the NASA Lewis Research Center. design goals.
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Design Requirements does not rate materials above 18B0Alternate sources
were chosen to obtain material properties at 1540
The High Flow Jet Exit Rig was designed to supportwithout significantly compromising the use of Pressure
testing of scale model exhaust nozzles in the NASA Lewi¥essel Code guidelines.
8x6 Supersonic Wind Tunnel*& SWT) and in the
NASA Lewis Nozzle Acoustic Test RigNATR). The Calibration nozzles were required to verify proper
1/7 scale exhaust nozzles possess exhaust areas betweparation of the High Flow Jet Exit Rig. Three nozzles
18 and 22 irf. To simulate actual nozzle operation, thewere built: (1) 18ir ASME contoured calibration nozzle,
HFJER had to be capable of delivering 20 Ib/sec of airflow(2) 22 in2 ASME contoured calibration nozzle, and (3)
at 2000°R. This flow rate provides a maximum of 60 psia 18in2round convergent nozzle. The ASME flow nozzles
of air pressure upstream of a 22testnozzle. In addition, are used in the industry as standard thrust and flow
the rig was designed for ambient flow conditions (83)  calibration nozzles, and the round convergent nozzle is
of 33 Ib/sec of airflow. This flow rate provides a maximumused as an acoustic reference.
of 100 psia air pressure. To determine exhaust nozzle
performance, these airflow rates had to be measured within Design Concepts
0.5 percent of full flow. In addition to airflow measurement,
the measurement of nozzle thrust levels was desired. To Three design concepts were examined to provide a
meet this requirement, a 2000 Ib thrust measuremenést rig to meet the desired requirements. The first concept
system was designed with a static accuracy of 0.1 percewas similar to the original NASA Lewis Jet Exit Rig
full scale. The thrust measurement system was required sthown in Fig. 1. The conceptual rig was defined as a mixed
switch load ranges of 0 to 1000 Ib and 0 to 500 Ib. flow transition section based on the two high pressure air
flows housed in the existing Jet Exit Rig strut. In this
To perform supersonic testing in the8SWT, the concept the strut supported an in-line arrangement of a
HFJER could not block more than one percent of the windew flow mixing section, a new thrust measurement
tunnel test section area. This confined the rig to 9.0 in. isystem, a new combustion system, and new flow
diameter atthe test nozzle. The allowed area blockage waseasurement station.
increased upstream of the test nozzle, where the rig was
confined to a 13 in. diameter with a support strut no more  The second concept was a variation on the first, with
than 3.25 in. thick. TheX® SWT size restricted the two flows mixed downstream of the combustion section.
maximum length of the HFJER; allowing test nozzles toThis would allow constant air flow through the combustion
be no longer than 72 in. long. The maximum feasiblesection. Hot and cold air flows would be mixed to provide
design weight was chosen as 100 Ib/ft of length. As &he desired pressure and temperature.
result, test nozzles are limited to 600 Ib total weight
without additional support. ThexB SWT imposed the The third design concept would not use any existing
toughest criteria for the design of the HFJER. Thecomponents from the old Jet Exit Rig. A new nozzle
restrictions were not required for the NATR, but the sameupport strut and stinger would be designed with the
rig design was adapted to fit the NATR so one rig couldequired air supply capabilities. This new design concept
support testing in a cost effective manner. placed a combustion section, based on an aircraft engine
burner, outside the wind tunnel. The thrust balance was
A ten year service life was chosen for the HFJER. Iralso placed outside the tunnel.
this manner, the rig would support many future test
programs in an aerospace research environment where The design process identified advantages and
budgets shrink each year. To achieve a ten year servicksadvantages for each concept. The third concept was
life, past test results were examined to determine thehosen asthe conceptwhich best metthe setrequirements.
maximum number of test hours expected each year. Testifithis concept was named the High Flow Jet Exit Rig, see
at NATR and the 8 SWT can add up 1000 hr in a year. Fig. 2, and was believed to be more reliable than the first
As a result, the HFJER was designed to meet a 10 0Gfbncepts. Reliability was evaluated based on the technical
design life. To meet this life requirement, the design teamisk associated with the design of the combustor section
chose to follow ASME Boiler and Pressure Vessel Codand the thrust balance section. By removing these from an
Section VIII Divison 1 guidelines. Pressure Vessel codén-line configuration, NASA Lewis engineers were able

*Soeder, R.H., “NASA Lewis 8- By 6-Foot Supersonic Wind Tunnel *Bean, H.S., “Fluid Meters, Their Theory and Application,” American
User Manual,” NASA TM-105771, February 1993 Society of Mechanical Engineers, 6th ed, 1971.

TCastner, R.S., “The Nozzle Acoustic Test Rig; An Acoustic and
Aerodynamic Free-Jet Facility,” AIAA-94—-2565, June 1994
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Figure 1.—Jet exit rig.

to design systems with which they were familiar and couldhe Powered Lift Ri§, and the Advanced Subsonic
rely on past experience. A number of technical challengeSombustion Rig. The 450 psig combustion air enters a
were eliminated by separating the thrust measureme20 in. diameter carbon steel plenum through an 6 in.
balance from the hot gas stream, and by using availabliameter pipe from the right side (aft looking forward).

technology for the combustion section. The J-58 combustor is housed in a 16 in. diameter pipe
concentrically located inside the plenum. The inlet to the
Rig Description combustor from the annular plenum has a 1/8 in. thick

honeycomb flow straightener. The J-58 combustor is
The High Flow Jet Exit Rig (HFJER) is shown in taken directly from a J-58 aircraft engine. It has 6 air
Fig. 3asinstalled inthe Nozzle Acoustic TestRig (NATR).assisted fuel spray nozzles which supply the atomized
Figure 2 shows a more detailed view of the rig on a suppoftiel. Fuel is supplied at 650 psig, and ignition of the
platform as designed tofitinthe NATR. Future installationsmixture is achieved with the J-58 aircraft ignitor.
in the &6 SWT will invert the assembly so it hangs from
a ceiling support. The J-58 burner exhausts into the lower air manifold
assembly, also shown in Fig. 2. The lower air manifold
Figure 2 indicates the location of the “combustor,” assembly consists of a pipe tee, a left side and a right side
which heats 450 psig compressed air before it is delivereghanifold. The pipe tee is an insulated shell design. The
to the HFJER. The combustor is designed around a J-38dy of the tee is a 16 in. diameter carbon steel pipe shell,
aircraft engine burner. This burner was selected due to itgith two 10 in. diameter off-takes. Internally, the flow
stable operating characteristics over a wide range afiameter expands from the 11.5 in. diameter combustor
pressures and flow rates. NASA Lewis design engineersxhaustto a 12.25 in. inner sleeve flow diameter, creating
have experience with the J-58 burner in facilities such aan air plenum downstream of the J-58 combustor. The end

SPerusek, G.P., “Powered lift facility at NASA Lewis Research Center’s
Aeroacoustic Propulsion Laboratory,” NASA-TM-106577, Jun 01, 1994
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Figure 3.—HFJER at NATR. steel tubing. 8 gal/min of water provide cooling to protect
thrust balance components from heat radiated by the tee.

of the plenum has a vertical flow splitting wedge, see  The tee section exhausts heated air to both the leftand
Fig. 4. Leftand right off-takes are provided with two eightright side manifolds. These manifolds are also carbon steel
inch conical sleeves. Each sleeve reducesto4.5in. diametehells, constructed of 10 in. diameter pipe. The shells
The inner sleeves are constructed of 309 stainless steebntain a 4.5 in. flow sleeve, fabricated from 309 stainless
The sleeves are centered in the tee and insulated with a catdel perforated sheet. The sheet has 1/8 in. perforations
silicon carbide ceramic, reducing heat transfer to th@nd 40 percent open area. The outer layer of the sheet is
carbon steel shell. Water cooling on the steel shell isverlaid with 20 mesh 28 gage inconel 601 wire cloth.
provided by multiple wraps of 0.5 in. diameter stainlessThese sleeves are also centered in the pipe with a bulk
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refractory ceramic fiber insulation. The insulation reduceghe system to allow 20 Ib/sec of airflow at 2080 as well
heat transfer to the outer carbon steel shell. The perforated 33 Ib/sec of airflow at ambient air temperature.
metal assembly combined with the fibrous insulation also
provides an acoustic muffler design; to reduce the level of  The downstream end of the upper air plenum was also
flow noise created from the combustion process. Théormed to create the mating flange for the “Acoustic/
carbon steel pressure shells on both right and left side ahestrumentation/Seed” section, or A/I/S. This sectionis also
water cooled with multiple wraps of 0.5 in. diametermachined from a hastelloy-x forging. The A/I/S section
stainless steel tubing. Eight gal/min of water providehouses a short 7 in. long muffler assembly which matches
cooling to reduce the amount of heat radiated to the thrughe inner flow diameter of 7 in. The acoustic muffler is
balance system. fabricated from a sheet of rolled 304 stainless steel
hexagonal honeycomb with a 3/8 in. cell size. The 0.5 in.
Both the right and left manifolds exhaust into 4 1-in.thick honeycomb is welded to a 0.024 thick perforated
diameter hastelloy-X pipes, providing a total of eight highmetal sheet which forms the inner flow surface. The
temperature air supply pipes. These pipes are welded perforations are 0.050 in. holes on 0.082 in. staggered
the 10 in. manifolds to 6 in. schedule 40 pipe capscenters, creating 34 percent open area. Behind the
Internally, the perforated metal liner consists of 1 in.perforated metal, each honeycomb cell is packed with
diameter off-takes which provide a slip-fit to supply air 10 layers of glass fiber matting. Four flow measurement
into the hastelloy pipes. Externally the hastelloy piping isakes are installed downstream of the muffler. These rakes
insulated with a ceramic fiber blanketinsulation to preventonsist of 11 total temperature probes and 10 total pressure
excessive heatloss and to reduce heatradiated to the thrpsbbes. Instrumentation will be described in detail in a
system. The end of each supply pipe is terminated with kater section. A spray bar for particle injection is installed
1in. hub and clamp assembly, which takes the place ofdownstream of the instrumentation rakes. The HFJER
pipe flange. provides one spray bar for the injection of particles to be
used as a seed for Laser Doppler Velocimetry or Particle
The hubs attach to eight vertical hastelloy-x pipes)jmage Velocimetry. The spray bar is a 3/8 in. thick
supplying airflow through a support strut to an upper ai24 percent NACA airfoil. The airfoil span is 7in. long with
plenum. The upper air plenum is a hastelloy-x forging an@8 openings. With fourteen openings on a side, each
provides the basis for the air supply system and suppo@t064 in. diameter opening has & #/®wnstream spray
structure for test nozzles to be mounted onthe HFJER. Ttangle. During operation, an atomized mixture of water and
eight supply tubes are housed in a strut assembly which @e micron diameter silicon dioxide particles is supplied
composed of a forward and an aft strong-back supporto the spray bar. The water evaporates when it encounters
The strong-back supports are bolted to the live side of thieot gas, leaving the one micron particles to seed the flow.
thrust frame, to be described later. The aft strong-back is
bolted to the plenum. The forward strong-back is pinned  The downstream flange of the A/l/S section was
to the plenum to provide vertical support only, lateraldesigned with a 7.0 in. diameter flow area. The external
support is a slip fit to provide thermal growth at elevateddiameter reduces throughout the A/I/S section from a
temperatures of the plenum. The entire strut and upper &li3.0 to a 9.0 in. external diameter. The external diameter
plenum assembly is housed in a 304 stainless steel fairingeets the 1 percentwind tunnel area blockage requirement
to provide an aerodynamic profile when installed in thefor test models in the® SWT. This flange is intended for
NATR or the &6 SWT. Leading and trailing edge fairings mounting of scale aircraft exhaust nozzle concepts. Also,
on the strut are a 2included angle. The nose-cone is ana number of calibration nozzles can be installed at this
ogive contour specified forx® SWT operation at location. To match the anticipated length of a research
supersonic speeds. exhaust nozzle, a 51 in. long nozzle adapter was designed.
The downstream end of the upper air plenum wasJsing the adapter, a number of calibration nozzles can be
machined to house up to three pressure reducing plates,ilized: (1) an 18 irf. ASME contour thrust calibration
“choke plates.” These plates are 1.125 in. thick and 8 imozzle, (2) a 22 iR ASME calibration nozzle, and (3) an
in diameter. The plates were sized to maintain high ait8 in2 round convergent acoustic calibration nozzle.
pressures through the 8 1-in. diameter supply pipes at the
desired flow rates, and to reduce the air to useful pressures The strut, the upper air plenum, the lower air manifold
for scale aircraft exhaust nozzle testing. For 18 to 22 in.assembly, and the combustor are all live elements in the
exhaust nozzles, only two plates were fabricated. The firghrust measurement system. The system consists of a
has 396 holes of 0.135 in. diameter. The second hdkrust measurement frame and an aft support frame. The
394 holes of 0.212 in. diameter. The plates are separatémlver air manifold and the combustor are supported by the
by a 3.2 in. thick spacer ring. These plates back pressuadt support frame. The aft support frame is in direct contact
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with the thrust measurement frame at one point, and isontrol is provided by a remote operated globe valve, and
capable of transmitting axial loading only to the thrustis measured with a propeller style flow-meter. The ignition
measurement frame. The strut and upper air plenum asequence requires cooling water and 10 Ib/sec of air flow.
directly mounted to the thrust measurement frame. An electrical aircraft ignitor is energized and fuel flow is
switched on through a shutoff valve to supply the J-58
The thrust measurement frame consists of twaombustor. Thermocouples downstream of the J-58 are
rectangular steel frames which are connected at foursed during the ignition sequence to stop the flow of fuel
corners by load bearing flexures. These flexures aré operation temperature is not achieved in 10 sec. This
fabricated from stainless steel and are designed to alloprevents buildup of excess fuel which may cause damage
displacement only in the axial direction. They restrainto the burner or HFJER rig components. Air flow is
HFJER loads in all other axes. The axial direction ignaintained to purge unburned fuel in the event of a failed
restrained by a load measurement cell, which is installegjnition or a combustor flame-out.
in a fixture connecting the live and ground frame. The
HFJER strut assembly passes through both frames and is Instrumentation
directly bolted to the lower frame, while the upper frame
is bolted to the HFJER supporttable. The load measurement Instrumentation for the High Flow Jet Exit Rig is
cell was designed to measure axial loads up to 2000 Ib. shown in Fig. 5. The high pressure combustion air flow is
calibration system was installed in parallel with themetered through the venturi flow-meter previously
measurement system. The calibration system consists ofl@scribed. The instrumentation used for this air metering
calibration load cell and a stepper motor. The motois shown in Fig. 5 at stations U, V and W. The
actuates the calibration cell to apply and measure an inpirtstrumentation consists of three upstream static pressure
load. The input load is compared with the output load ofneasurements, three differential pressure measurements
the thrust measurement system, creating a systeatrossthe upstream and throatareas, andthree downstream

calibration. temperature measurements. To maintain measurement
accuracy, three ranges of pressures are measured between
Fluid Systems the venturiinlet and the venturi throat: 10, 25, and 50 psid.

An automated system of valves selects the proper range
Three fluid systems are required to operate the Higlluring operation. This systemis designed to accommodate
Flow Jet Exit Rig. A cooling water system, a high pressur¢he desired 0.5 percent accuracy for flow measurement.
air system, and a high pressure jet fuel system. The cooling
water system requires an operating pressure of 120 psig Downstream of the J-58 combustor are two
and 80 gal/min. The existing system atthe Nozzle Acoustitemperature rakes located at station 2. This station is used
Test Rig is a closed system which uses a 50 percent water determine the temperature uniformity exiting the
and 50 percent ethylene glycol mixture. The mixturecombustor section. The instrumentation consists of two
allows system operation in a semi-outdoor environmentods oriented perpendicular to the flow and &tt®@®ach
during cold weather. This systems consists of a 750 galther. Each sensor rod has six thermocouples mounted on
reservoir and a 120 psig water pump. To keep the ethyleribe surface. This configuration was chosen for simple
glycol system temperature below ’E)a heat exchanger installation through two 0.75 in. diameter threaded pipe
is used to transfer excess heat from the ethylene glycol taps which penetrate the wall of the lower manifold tee.
water supplied by the NASA Lewis cooling tower system.
Downstream of the rakes are stations 3 and 3a, which
High pressure air is supplied by the centralized 450 psigre located after the flow has turned through the lower
combustion air services at NASA Lewis Research Centemanifold tee. These two stations measure gas temperature
The HFJER requires at least 450 psig with a maximunand pressure in the lower manifold and are duplicated in
flow rate of 33 Ib of air/sec. The air is supplied to theboth the left and right side lower manifolds. The
HFJER through an eight inch stainless steel piping systethermocouple sensors which span the flow at station 3a are
which consists of flow measurement and flow control. Flowsimilar to station 2 in construction. They are used to detect
measurement is provided by a 6 in. diameter unchokedon uniform temperature profiles and to detect flow
venturi with a throat diameter of 2.60 in. Flow rate isproblems in the lower manifold.
controlled by a four inch butterfly v-port ball valve.
Controls are provided for remote operation. Stations 4, 5 and 6 are designed to measure static
pressure upstream and downstream of each “choke-plate”
The high pressure jet fuel system requires 6 gal/mimlescribed previously. In this manner, the pressure drop
of Jet-A or JP-5/JP-8 fuel at a pressure of 650 psig. Flowcross each plate can be evaluated. Station 7 is used to
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(Not to scale; some details simplified or omitted)
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Figure 5.—Instrumentation schematic for high flow jet exit rig.
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measure total pressure, total temperature and static pressuoad cell output as a function of the thrust calibration load
These measurements span the flow, with probes locatexll input, previously described. A problem was noticed
on five equal flow areas. One additional temperaturémmediately; the output of the thrust balance was only
measurement is located at the center. The measuremendtspercent of the calibration input. A study was performed
are combined to calculate the inlet conditions to a tesblocate where the remaining calibration load was absorbed
nozzle; the most important conditions are nozzle pressutey the thrust measurement system. Deflections resulting
ratio and nozzle inlet total temperature. from the calibration input were studied at various locations
around the thrust system. Based on results, it was
Inaddition to the diagnostic instrumentation describedietermined the aft load bearing flexures on the aft support
here, the HFJER was designed to accommodate up feame did not provide proper frame deflections in the axial
200 pressure and 100 temperature measurements for usedirection. As a result, the full calibration load was not
research nozzles. Research nozzles are mounted dowransmitted to the HFJER measurement load cell. These
stream of station 7. The pressure tubing and thermocoupédt support frame flexures were redesigned and fabricated
wiring to support these aerodynamic performancebetweenMay5and16,1997. Theredesigned flexures were
measurements are housed under the HFJER cover platesstalled for testing on May 19,1997. The output from a
thrust calibration with the new flexures is shown on Fig. 7.
Results Figure 7 results show the HFJER thrust balance output as
89 percent of the thrust calibration input; an improvement
Some results have been obtained for the actudtom the previous 44 percent.
performance of the HFJER and compared to the design
requirements. These results are from a “check-out” test  During the fabrication period for the redesigned aft
which was done at NASA Lewis Propulsion Systemssupport frame flexures, both cold and hot flow operation
Laboratory-Side Four (PSL-4). The check-out testingof the HFJER was investigated. One cold flow test was
utilized all support systems needed to operate the HFJERerformed on May 6, 1997; which was followed by two
The schedule for this testing allowed data acquisition fronmot flow tests on May 8 and 9, 1997. Results from testing
April 25 to May 21, 1997. In this time period five thrust indicated the desired maximum air flow rates could be
calibrations were performed, four cold flow test runs andachieved at 33 Ib of air/sec and 3&)and at 20 Ib/sec and
three hot flow test runs. 1750°R. A maximum temperature of 175@as chosen
instead of the maximum design point of 2060 This
In addition to the maximum flow rate and temperaturechange reflects the reduced temperature requirements of
two important goals were (1) to assess thrust balangdlanned testing. The rig was tested at conditions around
operability and (2) to assess both cold and hot flowthe operating envelope giveninFig. 8. The figure indicates
operation of the HFJER. Two sets of thrust calibration datéhe nozzle pressure ratios achieved (with respect to
are presented in Figs. 6 and 7. The data from Fig. 6 was teémospheric pressure) at a variety of air exhaust
first thrust balance data collected in late April and earlyemperatures. All conditions within the enclosed
May 1997. The figure shows the HFJER thrust balancéoundaries of Fig. 8 are possible.
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Figure 6.—HFJER thrust balance static calibration with Figure 7—HFJER thrust balance static calibration with
original rear flexures. new rear flexures.
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Figure 9.—HFJER total temperature distortion levels. e 14— N
8 O;,,,N—/;/%Choke plate
Actual test conditions in PSL-4 varied from plansto & 2 [~ ¢~ @ blockage
exhaust at standard atmospheric pressure. To maintaing 10 —
proper airflow through the PSL-4 facility, the PSL-4 € S O Py § &
altitude chamber was closed and the chamberwasevacuatet_ﬁ 81— %@@MO @ &
to 8 psia. All HFJER flow data was collected at 8 psia T ¢ [
atmospheric pressure. Airflow results were collected with 5
the 22 in2 ASME calibration nozzle. The ASME nozzle ¢ 4
inlet conditions are measured at station 7, as previously El o l—
shown in Fig. 5. In addition to maximum air flow and g | | | | |
maximum temperature, the measured distortions ofnozzle = 0 0 5 4 6 = 10
inlet temperature and pressure were collected. NPR

. . Figure 12.—HFJER total pressure distortion levels.
Figure 9 shows the level of nozzle inlet temperature

distortion for all readings collected. With a few exceptions

which will be explained, the temperature distortionmustbe provided infuture testing to allow the temperature
gradually increases from an average value of 0.5 perceptofile to become stable after large changes in airflow or
tol percent. Temperature distortion percentage is computeemperature are made.

from station 7 instrumentation; it is specifically computed

as the maximum total temperature minus the minimum  Figure 12 shows the nozzle inlet pressure distortion
temperature divided by the computed average temperaturfer all readings collected. With a few exceptions which
This computation was provided for each flow condition.will be explained, the pressure distortion gradually
Figure 10 shows a typical total temperature profile aincreases from an average value of 7 percent at low flow
maximum temperature and flow conditions. The exceptionto a value of 8 percent at high flow. Pressure distortion
on Fig. 9 show temperature distortions as high as 2.percentage is computed from station 7 instrumentation;
percent. These distortions were created by drasticallgnd is specifically computed as the maximum total pressure
reducing the weight flow of air while mapping operationminus the minimum pressure divided by the computed
conditions for Fig. 8. The mean temperature of the reduceslverage pressure. This computation was provided for each
air flow was heated by the hot walls of the HFJER, showtlow condition. Figure 13 is atypical total pressure profile at
in the inverted temperature profile of Fig. 11. Beforecold flow conditions, and Fig. 14 is a typical total pressure
research data can be collected, areasonable amount of tipefile at maximum temperature conditions.
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Figure 14.—Typical hot flow total pressure profile.

The results shown in Fig. 12 were collected over threemodifications. These important thrust measurement results
testdays on May 6, 8 and 9, 1997. A few results were alswill be collected and reported at a future date.
collected on May 19, 1997, which was the first test with
the new aft support frame flexures. Four points on Fig. 12 Concluding Remarks
show significantly high pressure distortions. These were

Cau_sed by blockage in the choke plates which occ_urred The High Flow Jet Exit Rig (HFJER) was designed to
during the May 19th test. A temperature related failuresjmy|ate turbojet engine exhaust for 1/7 scale High Speed
occurred inthe lower manifold plenum downstream of thegesearch nozzles. Checkout testing of this new rig
J-58 combustor. This failure melted parts of the internakgnfirmed the capabilities to deliver simulated engine
insulated 4.5 in. diameter stainless steel flow sleevegyhaust to test nozzles with exhaust areas from 18 to
described previously. Fragments of the sleeve were carriesh in2 Nozzles were tested at inlet pressures up to
up the strut and blocked airflow holes in the choke platess7 psia; utilizing 33 Ib of air/sec cold flow and 20 Ib of air/
The blocked holes caused the high levels of pressurgge up to 1750R. Checkout testing also identified a
distortion seen in Fig. 12. Atthis occurrence, testing wagroblem with the single axis thrust measurement frame.
suspended until the problem could be identified andrhe problem was identified and fixed during the checkout
resolved. Repairs to the lower manifold plenum requiredest period. Flow quality profiles of the air flow delivered
two months. Schedule requirements did not permit thgg test nozzles were also examined. The test results are
HFJER to remain in PSL-4 for the two additional months,agequate to simulate the inlet conditions needed for
terminating the checkout. The repair to the lower manifoldyasa’s High Speed Research nozzle testing program.
tee is described in the HFJER mechanical descriptiofsomplete thrust calibration was not obtained due to a high
section ofthisreport. The original design has been omittedemperature related failure of the lower air manifold
The failure of the combustor lower manifold tee restrictedyssembly. Complete thrust calibration data will be collected

the collection of quality thrust coefficient results based ongnq analyzed after a repair has been implemented.
ASME nozzle testing with the new thrust balance

NASA TM-113179 10
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